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INOX AISI 316

BSP FIXED M/M

PROLUNGA M/M GAS-BSP

PM110

L H CH

codice F1 F2 [in] [mm] [in] [mm] [in] [mm] [psi] [bar]

PM1100202I 1/8”-28 1/8”-28 1,38 35,0 0,79 20,0 0,55 14 3626 250

PM1100404I 1/4”-19 1/4”-19 1,81 46,0 0,94 24,0 0,75 19 4351 300

PM1100606I 3/8”-19 3/8”-14 1,97 50,0 0,98 25,0 0,87 22 4351 300

PM1100808I 1/2”-14 1/2”-14 2,20 56,0 1,10 28,0 1,06 27 3626 250

PM1101212I 3/4”-14 3/4”-14 2,83 72,0 1,57 40,0 1,26 32 2901 200

PM1101616I 1”-11 1”-11 3,35 85,0 1,77 45,0 1,62 41 2901 200

PM1102020I 1.1/4”-11 1.1/4”-11 3,86 98,0 2,20 56,0 1,97 50 2175 150

PM1102424I 1.1/2”-11 1.1/2”-11 4,13 105,0 2,36 60,0 2,17 55 2175 150

PM1103232I 2”-11 2”-11 4,53 115,0 2,76 70,0 2,76 70 2175 150

Stainless Steel Niples

part number thread thread Max Pressure
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